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AMENDMENTS TO THE SPECIFICATION 

In the Cross Reference to Related Applications: 

Please add a Cross-Reference to Related Applications clause immediately following 
the Title of this application with the following Cross-Reference to Related Applications: 

This Application is the National Stage of International Application No. PCT/IL 03/00679 

filed August 17, 2003, which claims the benefit of Israeli Application No. 151,315 filed 

August 18, 2002. 

In the Specification: 

Please replace the paragraph beginning on page 2, line 13 with the following rewritten 
paragraph: 

The present invention thus consists includes in an electrode positioning device (as 
herein defined) which consists includes in a base which is to be connected to the brain 
directly or indirectly using a remote adapter, on said base being mounted directly or 
indirectly movable terminal holders on which holders extend guides, on which guides extend 
movable means which means hold the guiding tubes ( as well called tubes) and the electrodes, 
said the electrodes being actuated by suitable actuating means. 

Please delete the paragraph on page 2 line 17. 

Please replace the paragraph beginning on page 4, line 1 1 with the following rewritten 
paragraph: 

The terminal may be made round or rectangular. It advantageously includes two 
holders inside it. Each holder includes a thread and is screwed to a threaded rod inside the 
tube^ The holders may have a special geometry. One holder holds the guiding tube (tubing 
holder) - and moves it up and down. The second holder holds the electrode (electrode 
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holder) and moves it up and down. Each holder moves up and down when rotating the 
threaded rod that is connected to it. In order to enable to have one terminal for both holders, 
the terminal should accommodate two screws therefore each holder preferably includes two 
holes one threaded and one simple. Opposite the simple hole in one holder there is a threaded 
hole in the second holder. The terminal may be rotated around its axes in order to achieve 
extra flexibility in the XY positioning. The terminal is preferably installed on the terminal 
holder by closing a lock knob or by a ball joint or any other adapting mean. The terminal 
itself may be mounted on a stereotactic frame or other suitable adaptation arrangement and 
may be used as an independent system by attaching the proper adaptation arrangement to its 
base. Additional way to move the holders as a replacement for the threaded rods could be a 
telescopic tube or a hydraulic piston. Or other pushing mean. 

Please replace the paragraph beginning on page 6, line 9 with the following rewritten 
paragraph: 

Figure 1 0 shows a perspective view of a device where the terminals are independently 
used and adapted on a special adaptation arrangement s and 

Please delete the paragraph beginning on page 6, line 1 1 . 

Please replace the paragraph beginning on page 6, line 16 with the following rewritten 
paragraph: 

Figure 1 comprises base 1, groove 2,- in which move cartridges 3. On said the 
cartridge 3 is -mounted terminal holder 4 which holds terminal 5, in which extend electrode 
holder 1 1 and tube holder 17. To the other end of terminal holders 5 are connected by way of 
shaft connector 6, Shafts shafts (cables) 7 which in turn are connected to engine 8 (for the 
sake of clarity there are referenced only one, cartridge 3, terminal holder 4, screw 6 and cable 
7). Terminal holders 4 may move forward and backward in cartridges 3, which cartridge 3 in 
turn may move in groove 2 and around base 1 . Figure 1 shows a device with only 5 terminals 
by way of example. It is connected to the motor with a remote control shaft 7^ The motor and 
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shafts may be removed in order to install a cover. A system without the motors and shafts 
may be used as a manual system. 

Please replace the paragraph beginning on page 7, line 10 with the following rewritten 
paragraph: 

Figure 4 shows a detail of terminal 5 comprising tube holder 1 1 and electrode holder 
12. Said terminal 5 is mounted on a terminal holder 4 (not shown)- and terminates with shaft 
connector 6. 

Please replace the paragraph beginning on page 7, line 1 8 with the following rewritten 
paragraph: 

Figure 7 shows base 16 in which are located channels 17 and opening 18. In channels 
17 can move terminal holders 4 forward and backward. Opening 18 is sitting on the brain or 
a chamber or a mechanical adaptation arrangementr_(not shown). 

Please replace the paragraph beginning on page 7, line 22 with the following rewritten 
paragraph: 

Figure 8 shows another perspective view of the embodiment of the present invention 
which does not comprise any cartridge. Said -This embodiment compris e s includes base 16, 
channels 17 (not seen clearly), terminals 5 and screws 19. 

Please replace the paragraph beginning on page 8, line 1 with the following rewritten 
paragraph: 

Figure 9 shows a device in which terminals 5 can move with terminal holder 4 on 
cartridge 3 which- can move in groove 2 around the center of base 1. 

Please replace the paragraph beginning on page 8, line 3 with the following rewritten 
paragraph: 
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Figure 10 shows terminal 5 with special adaptation 20 which may be adapted on a 
chamber or stereotactic frame or other adaptationT_(not shown),, 



